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The HMD Fusion with Access Control Outfit is
supported by the CopperAccess mobility Software.

Integration

SOFTWARE SDK AND UTILITIES ARE AVAILABLE FOR
ANDROID APPLICATION DEVELOPMENT.

This allows integration into the most widely used physical
access control systems.

Access to Fusion
108 MP Camera

RFID antenna
area

Access to Charging Port
 Earphone Jack or Speaker

This smartcase allows users to transform their HMD Fusion smartphone into a mobile badge
reader capable of reading any type of card used in physical access control systems. The user
can identify and validate ID badges virtually anywhere for applications such as Mustering,
Passenger Checks (cars, buses), Security Tours, and Special Event Access. 

ACCESS CONTROL
OUTFIT

Extend & ‘Mobilize’ your existing
Physical Access Control system with

the Access Control Outfit from Coppernic

CONTROL | SECURE | ALLOW

iCLASS, iCLASS SE/SR, iCLASS Seos
MIFARE Classic, MIFARE DESFire 0.6, MIFARE DESFire EV1/EV2,
MIFARE Ultralight C, MIFARE Ultralight
CEPAS (CAN)
ISO 11443A/B, ISO15693
NFC Tag (1,2,3,4,5)
T=CL, SmartMx, Student ID in Apple Wallet
HID Prox, Indala Prox, EM Prox,
EM4100/4102/4200/4305/4450, AWID Prox
Hitag 1.2.3, ASK, PSK, FSK

OMNIKEY 5127 CK-MINI RFID READER FROM HID
Integration of the Industry leading module enables the
HMD Fusion to read the following cards

Outfit Technical Specifications
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